
Reveal® - Heated Self-Service Case

Technical Information

DIMENSIONS / SHIPPING
Model L" L1" L2" Est Wt (lbs)

N/A 35.750  0.000 N/ANR3640HSSV

N/A 47.750  0.000 N/ANR4840HSSV

  ELECTRICAL

  Model System Circuit Volts Ph Frq

Rated 

Load

Amps Watts Wires
NEMA

Plug

Amps

Lights

Amps

Fans

Amps 

Anti-

Sweats

Amps 

Misc/Refrig/

Heat

Min

Cir

Amps

Max

OCP

Amps

 NR3640HSSV Heat (N/A) 208-240  2,416 2+G 6-20P or L6-20P1 60  12.38 20 20  0.36  11.67 0.35Circuit #1 N/A
 NR4840HSSV Heat (N/A) 208-240  3,575 2+G 6-30P or L6-30P1 60  18.14 30 30  0.36  17.29 0.49Circuit #1 N/A

REFRIGERATION

REMOTE REFRIGERATION GLYCOL / R744 REFRIGERATION

Liquid 

Temp

(°F)

Concent

(%)

Pressure

Drop (psi)

Total

GPM

Defrost

Duratio

n

Defrost

Interval

(Hrs)

Conv.

Rack

BTUH

SST

(°F)

Model Zone Section EnvtSystem

Para.

Rack

BTUH

IMPORTANT NOTES

1) ELECTRICAL NOTE:  If GFCI is required, a GFCI breaker MUST be 

used in lieu of a GFCI receptacle

2) Glass warranty only applicable to first point of delivery.

INTENDED ENVIRONMENT

Type I - Designed to operate in ambient conditions of 75°F with 55% relative 

humidity unless noted otherwise under Envt above.

WARMEST AVERAGE PRODUCT TEMP & INTENDED USE OF ZONES

Intended UseTemp (°F)Zone

1601 Packaged / unpackaged heated products

REGULATORY

None

888 E. Porter Rd.    Muskegon, MI  49441        231-798-8888 Revised 10/18/2023

 21759098

Standard

Page 1 of 2



Reveal® - Heated Self-Service Case

Technical Information

888 E. Porter Rd.    Muskegon, MI  49441        231-798-8888 Revised 10/18/2023

 21759098

Standard

Page 2 of 2


